
1. These products are only suitable for connection to a Class 2 power source rated 12 Volt DC or less.
2. These products are intended for use only when connected to a power source that complies with 
    Class 2 voltage and energy limited circuit.
3. When these units are connected to a Class 2 circuit, they are not to draw a total wattage of greater
    than the secondary or output rating of the Class 2 supply.
4. These products are suitable for use in dry, damp and wet locations.
5. These products may be secured in place in the end product by any means available.
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Ordering Informa�Ÿon (subject to change without no�Ÿce)

Power Supply Load Chart
Power Supply

12 W
60 W

LS-CORE-27K-G1

8 ft (24 Modules)
40 ft (120 Modules)

LS-CORE-30K-G1

8 ft (24 Modules)
40 ft (120 Modules)

LS-CORE-45K-G1

8 ft (24 Modules)
40 ft (120 Modules)

LS-CORE-41K-G1

8 ft (24 Modules)
40 ft (120 Modules)

LS-CORE-57K-G1

8 ft (24 Modules)
40 ft (120 Modules)

LS-CORE-65K-G1

8 ft (24 Modules)
40 ft (120 Modules)

LS-CORE-75K-G1

8 ft (24 Modules)
40 ft (120 Modules)

Warm White Bright White Daylight
3200K 4500K 6000K 8000K

Color Temperature Scale
3000K 6500K5700K4500K3000K2700K 7500K

Ordering Code

LS-CORE-27K-G1

LS-CORE-30K-G1
LS-CORE-41K-G1
LS-CORE-45K-G1
LS-CORE-57K-G1
LS-CORE-65K-G1
LS-CORE-75K-G1

Modules
per Foot

3
3
3
3
3
3

3

Input Voltage
(volt)

12
12
12
12
12
12

12

Nominal Current
(A/Module)

0.04
0.04
0.04
0.04
0.04
0.04

0.04

Wattage per
Foot (W/ft)

1.44
1.44
1.44
1.44
1.44
1.44

1.44

Shipping Informa�Ÿon
SKU

1 foot/SKU
1 foot/SKU
1 foot/SKU
1 foot/SKU
1 foot/SKU
1 foot/SKU
1 foot/SKU

Case 

Quanti ty

500 SKUs/Case
500 SKUs/Case
500 SKUs/Case
500 SKUs/Case
500 SKUs/Case
500 SKUs/Case
500 SKUs/Case

Tray

Quanti ty

25 SKUs/Tray
25 SKUs/Tray
25 SKUs/Tray
25 SKUs/Tray
25 SKUs/Tray
25 SKUs/Tray
25 SKUs/Tray

Ordering Code

LS-CORE-27K-G1
LS-CORE-30K-G1

LS-CORE-45K-G1
LS-CORE-57K-G1
LS-CORE-65K-G1

LS-CORE-41K-G1

LS-CORE-75K-G1

SKU Dimensions

(W x D x H)

19.9”x12.8”x4.7”
19.9”x12.8”x4.7”
19.9”x12.8”x4.7”
19.9”x12.8”x4.7”
19.9”x12.8”x4.7”
19.9”x12.8”x4.7”
19.9”x12.8”x4.7”

Case Weight

(lb)

48
48
48
48
48
48
48

Case Dimensions

(W x D x H)

24.4”x20.3”x13.2”
24.4”x20.3”x13.2”
24.4”x20.3”x13.2”
24.4”x20.3”x13.2”
24.4”x20.3”x13.2”
24.4”x20.3”x13.2”
24.4”x20.3”x13.2”

Applications
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Features and Benefits
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  Class A digital devices
�‡�����\�H�D�U���O�L�P�L�W�H�G���Z�D�U�U�D�Q�W�\

Nominal Light
Output (lumen/ft) *

110
110
90
90
90
80

80
*±10%

White/4100K
White/3000K

White/2700K

White/7500K
White/6500K
White/5700K
White/4500K

LED Color/
CCT (K)

Ordering Guide
LS         -CORE       -75K              -G1
LED Sign          Model        CCT 7500K               1st Generation

2.30”
0.29”

1’ 0”

2.30” 2.30”2.30” 1.70” 1.70” 1.70”

0.78”


